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Utilizing a water base, with a low VOC 

content, Nawkaw stains are a natural 

compliment to the formliners and can 

withstand twenty-five years or more of 

weathering. 

�  

Nawkaw Corporation has been selected 

to represent RECKLI formliners as the 

official US distributor for their products. 

Nawkaw is the exclusive distributor for 

RECKLI formliners for concrete, plaster 

and GFRC throughout the United States. 

Reckli has been the world leader in 

reusable formliner manufacturing for over 

40 years with distributors around the 

world, including the United Arab 

Emirates, China, Germany, and France. 

Nawkaw is proud to offer you a quality 

formliner with a guarantee of 100 pours 

and the only one to offer seamless repair 

and re-sizing. 

Setting RECKLI formliners apart from 

other manufacturers is the flexibility of the 

formliner. So flexible, in fact, intricate and 

extremely detailed designs are possible. 

Nawkaw will also offer supporting products 

like demoulding materials, formliners 

adhesive and cleanser, filler and thickener 

or cement-bound products. The type and 

quality of concrete does not limit the use 

and application of RECKLI formliners. 

Whether your product is standard concrete 

or one using heavy or lightweight 

aggregates, white cement, colored 

concrete or concrete with pigments, 

RECKLI products will continue to produce 

a quality finished product pour after pour. 

RECKLI formliners can also be used with 

self-compacting concrete and fiber 

reinforced concretes such as glass fibers 

where it has been used successfully for 

many years. 
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Do you know we are experts in a variety of facility
improvement projects? If you’re considering a new project for 
your building, please give us a call. We’ll be happy to answer 
all of your questions and provide you with our experienced 
advice: 
 

Decorative Accents and Total Re-Coloring 
 

Minor Masonry and Concrete Repair 
 

Tuckpointing and Repointing 
 

Color Blending of Repaired Areas 
 

Hot and Cold Pressure Washing 
 

Water Repellent Applications 

 

 � ' � � � ( � � � � � � � ) � "$�) � � � �  � � �
* � � � � � ( � � � � � � � � �+ , � � � � "-� �

�
 
Ask Lacy Armstrong that question, and you’ll get a totally 

unexpected answer. You see, Lacy was driving past the Nawkaw 

Corporate Offices last year, on her way to the hospital to have 

her baby. Lacy’s baby, on the other hand, was not going to wait. 

Lacy pulled into the Nawkaw parking lot, called 911, and while 

being loaded into the ambulance, delivered Lauren Haley 

Armstrong in our parking lot on May 3, 2007.  

 

We were thrilled to receive an invitation one year later to 

Lauren’s birthday party! Afterwards, the family stopped in to say 

hi. Nawkaw’s little gift to Lauren was a panda bear wearing a 

Nawkaw polo shirt, of course, and a savings bond too. 
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Q – Is there anything I should do to help prevent spalling on my 
brick home?   

    John Young
 
A – That’s an excellent question, John. Of course it’s important to 
have your home’s brick exterior cleaned and inspected every few 
years. It’s also an ideal time to look at adding a water repellent to 
the masonry. 

Staining can help change the color of brick or mortar while at the 
same time adding an important water-repellent barrier to help 
prevent moisture becoming trapped behind the wall, the major 
cause of spalling. Nawkaw’s NWRT-91 product will allow water 
vapor to escape from behind the wall while repelling water away 
from the masonry. It is recommended that the water repellent be re-
applied every 5 years. As always, when hiring a contractor to apply 
any exterior coatings, be sure to check for references, insurance, 
certification, and warranty. 

You can e-mail Nawkaw  by sending your questions to 
info@nawkaw.com. Please be sure to include your name and 
phone number in case additional information is required to answer 
your question. 

My method is different. I don©t rush into actual work. When I get 
a new idea, I start at once building it up in my imagination, and 
make improvements and operate the devise in my mind. When 
I have gone as far as to embody everything in my invention, 
every possible improvement I can think of, and when I see no 
fault anywhere, I put into concrete form the final product of 
my brain.  - Win Ng 
 



  

US Green Build LEED Criteria for Stains 

Architectural paints, coatings and primers 
applied to interior walls and ceilings: Do 
not exceed the VOC content limits 
established in Green Seal Standard GS-11, 
Paints, First Edition, May 20, 1993. 

·  Flats: 50 g/L 
·  Non-Flats: 150 g/L 

 
Anti-corrosive and anti-rust paints applied 
to interior ferrous metal substrates: Do not 
exceed the VOC content limit of 250 g/L 
established in Green Seal Standard GC-03, 
Anti-Corrosive Paints, Second Edition, 
January 7, 1997. 
 
Clear  wood finishes, floor  coatings, 
stains, and shellacs applied to inter ior  
elements: Do not exceed the VOC 
content limits established in South Coast 
Air  Quality Management Distr ict 
(SCAQMD) Rule 1113, Architectural 
Coatings, rules in effect on January 1, 
2004. 

·  Clear wood finishes: varnish 350 
g/L; lacquer 550 g/L 

·  Floor coatings: 100 g/L 
·  Sealers: waterproofing sealers 

250 g/L; sanding sealers 275 
g/L; all other sealers 200 g/L 

·  Shellacs: Clear 730 g/L; 
pigmented 550 g/L 

·  Stains: 250 g/L 
 

 
USGBC-LEED™ v2.2 includes credits 
for materials extracted/harvested and 
manufactured within a 500 mile radius 
from the project site.  Green Globes 
US also provides points for materials 
that are locally manufactured. 

Potential Technologies &  
Strategies 
Specify Low-VOC materials in 
construction documents. Ensure that 
VOC limits are clearly stated in each 
section of the specifications where 
adhesives and sealants are 
addressed. Review product cut 
sheets, MSD sheets, signed 
attestations or other official 
literature from the manufacturer 
clearly identifying the VOC 
contents or compliance with 
referenced standards. 
 
Nawkaw stains have a low 
VOC content of 119.7 g/L! 
 
Option B. Paints &  
Coatings: (1 Point) 
Requirements 
Paints and coatings used on the 
interior of the building (defined as 
inside of the weatherproofing 
system and applied on-site) shall 
comply with the following criteria: 
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THANK YOU FOR YOUR REFERRALS 

 
We cannot say thank you enough to everyone who has 
referred Nawkaw to their friends or colleagues this past 
year. Your kind actions are really what make us a success. 
While we don’ t have enough room to mention everyone be 
sure to check out Nawkaw.com for the latest updates to the 
list of great customer referrals! 
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